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Solid-Liquid (SL) separators
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Summary…
This brochure contains detailed information about our Solid Liquid (SL) Separators. These separators enable you to concentrate
settable solids from liquids by using centrifugal forces. Its advanced & patented (pending) design, building on our experience,
removes more than 95% of the finer solids from the fluids, resulting in higher concentration of solids, without the use of chemicals.
The technology is proven superior for today's demanding filtration, concentration and thickener requirements. Beneficial effects of
these separators are that they enable you to re-use materials, save energy, lower costs and hereby contribute to an environmentally
sustainable future. The SL separators are vital in the applications/solutions we offer at CTST. These applications/solutions are
completely customizable to your wishes. Please contact us if you have any question.

Introduction…
CTST is a Dutch based company. With over 20 year experience we are a renowned name in the customized separation and filtration
industry worldwide. Over the years we enabled our customers to re-use materials, save energy and lower costs. We are determined
to execute more tailor made projects for our customers and hereby achieve our mission statement: An environmentally sustainable
future for the generations to come. We joined forces with a group of Dutch companies striving for the same ideas we have: NETG
(Netherlands Environmental Technology Group) and the Water Alliance (institution for the development of sustainable water
technology. Besides this we have close relationships with NGOs, local governments such as the Chinese and Dutch government
We conducted projects in 5 continents and over 20 countries
and are officially certified according to ISO, ASME,
ATEX and PED certification.
The Solid-Liquid (SL) separator was developed
in order to enable our customers to separate solids from
liquids in real-time. This product range is applicable to several
industries: Chemistry, Pharmaceutical, food & Nutrition,
Oil & Gas, Wastewater and Metals & Mining recovery.
Due to its diverse applicability, the SL separators play a vital role
in our existence. We were able to develop this unique product range
by joining forces with:
= customer experience

Certified machining shop

Certified engineering

Well trained professionals

Attended trade mission in China
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Benefits…
The main benefits of the Solid-Liquid (SL) Separator are enabling you to re-use
solids, save energy, lower costs and most important of all: Contribute to an
environmentally sustainable future, as mentioned in the introduction.
Besides this the use of centrifugal force, as opposed to gravity, offers you real time separation. The SL separator is suitable
for high uninterrupted flows and large volumes, it can easily be disassembled and cleaned and offers you a significant cost
reduction compared to alternative methods. The SL separator is also easy to install (low installation costs), has a small
footprint, low weight, is durable and a robust machine. In conclusion the SL separator is easy to maintain and has a low
total cost of ownership! Please contact us, and we can inform you about detailed personal benefits of the SL Separator.

The great benefits of the SL separator resulted in a large customer base. We executed applications and solutions
with SL separators worldwide. This means the SL separator is technologically proven in several conditions and
circumstances all over the world. Examples of executed projects can be found on our YouTube page and previous
customers can be found below.

Working principle…
The introduction briefly mentioned the working principle of the SL separator. This section will thoroughly discuss this
topic. First the 2 functions of the SL separator, the most vital part of the separator, will be discussed:
1. The main function is Solid - liquid (real-time) continuous separation of liquids with a specific gravity difference. E.g.
solids from process water/ oil.
2. Automatic cleaning with the Clean In Place process (CIP). This process discharges the solids to a central outlet. This is a
trouble-free operation which can be programmed automatically. Advanced purging/solids-handling concepts keep fluids
clean and concentrate separated solids. Solids can be re-used in the process or discharged to a waste stream. No screens
or filter elements to clean or replace are needed. This results no messy servicing routine.
Now the working principle is explained a more thorough explanation of the detailed way of working is stated on the next
page.
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The concept SL separator was designed by using fluid dynamic models
resulting in an optimised fluid stream (with solids) going through the
vertical placed rotor from bottom to top. The special engineered entry
takes care of an equal distribution of the fluid in the rotor, where
gradually the centrifugal force pushes the solids to the rotor wall. The
length of the rotor is important parameter for the efficiency of the
process. When the rotor is full with solids the rotor can be cleaned with
the spray bar, the so called CIP (Clean In Place) process. During the CIP
process the rotor is cleaned from top to bottom in a few second and
the solids flow to the central outlet for reuse or waste disposal. The SL
Separator can be used in conditions with solids from 2-2000 micron, in
low concentrations of 1-10gram per litre and high flows of 1-4 cubic
meter per hour. A boundary condition is that the solids are heavier
than the fluid and the viscosity is not higher than 250 Pa.s.

Overview SL Separator

The SL separator uses a direct feed from the bottom, is vertical placed
and the motor driving the rotation is placed on top. The seal is a heavy
duty seal especially developed for high abrasive environments. With
the separator efficiencies of 95% can be reached. Separation time is
very much dependent on the fluid an solid characteristics. Our
Engineers are more than willing to help you with information and
process investigation. An laboratory model is available for research

Demo unit 2-4m3/hr

Special Seal for direct feed

Visualization concentration of solids in fluid

The Solid Liquid (SL) Separators are applicable to several industries worldwide, as mentioned in the introduction. The table below
offers a detailed overview of the applicability:

Detailed applicability SL separator
Chemical & Pharmaceutical
Concentrating solids
Pre-ﬁltration
Pre-paint stations
Pigment recovery

Mining & Metals recovery
-

Waste water separation
Solids recovery
Leach processes
Concentration of minerals

Food & Nutrition
-

Bulk pre-washing
Process liquid recycling
Fried oil reclaim
Concentrating solids
Struvite production

Please contact us when having a doubt about the applicability of the SL separator to your specific problem. We are motivated
to help, engineer and find a solution for every customer.
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The SL product range consists of multiple types of separators, all with various sizes and capacities as you can see in the table
below. We also offer complete system integration, which consists of feed pumps, filters or other treatments. Our skilled
installation workers are also able to take care of on-site installation and your commissioning. We also are more than willing to offer
additional components such as piping, valves, sensors and controls for supply and discharge.

SL separator specifications
Type:
SL 2

Floor space:
24 x 24 cm

Height:
75 cm

Weight:
14 kg

Rotor size:
5,2 cm

Net capacity:
0,05-0,1 m3/hr

Power*
0,25

SL 5
SL 10

42 x 42 cm
85 x 85 cm

113 cm
170 cm

73 kg
400 kg

12,9 cm
25,5 cm

0,5-1,0 m3/hr
2,0 -4,0 m3/hr

1,5
5,5

We have several official certifications: ISO, ASME, ATEX and PED. Besides this we have extensive contact with our partners with in
the NETG group. The strengths of the partners, lead to high quality synergetic solutions for our customers.

May you have any question about the specifications, please do not hesitate to ask. We are more than willing to inform you.

Contact information

We would like to thank you for reading this brochure. Please do contact us
via the contact information below and if you have any question, we are more
than willing to help.

Website: www.ctstwente.com
Phone: +31 0546 745020
Email: Info@ctstwente.com
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